
































 





  















  





















Figure 12   Corrosion Controls 

Source Well 
- Located at 02-25-010-29 
- Continuous downhole corrosion inhibition  
- Downhole scale inhibitor injection 
- Corrosion resistant valves and internally coated surface piping 
- Biocide injected at source well for entire system 

 
Pipelines 

- The water source line will be composite from source well to 12-24-10-29 water plant.
- Injection lines will be a mix of 2000psi high pressure fiberglass and composite pipe. 
- Producing lines existing as per original flowline licenses. 

 
Facilities 
12-24-10-29 Water Plant 

- Plant piping  600 ANSI stainless steel schedule 80 pipe, fiberglass or internally coated 
- Filtration  Stainless steel bodies, PVC piping or stainless steel piping 
- Pumping  Ceramic plungers, stainless disc valves 
- Tanks  Fiberglass shell, corrosion resistant valves 

 
Injection Wellhead / Surface Piping 

- Corrosion resistant valves and stainless steel and/or internally coated steel surface piping 
 
 
Injection Wells 

- Casing cathodic protection where required  
- Wetted surfaces coated downhole packer 
- Corrosion inhibited water in the annulus between tubing / casing 
- Internally coated tubing surface to packer  
- Surface freeze protection of annular fluid 
- Corrosion resistant master valve 
- Corrosion resistant pipeline valve 
- Scale inhibition (pellets & injected post pump at battery) 

 
Producing Wells 

- Downhole corrosion inhibitor, either batch or daily injection, as needed. 
- Scale inhibitor treatment daily injection as required for horizontal wells. 
- Casing cathodic protection where required. 

 
 


























