






 
 

 

 
 
Attachment 1: 
Specifications – Existing Condenser  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 







                                                                                                                   
 

 
 

 

 
 
Attachment 2: 
Site Plan – New Condenser  
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 





                                                                                                                   
 

 
 

 

 

 
Attachment 3: 
Specifications – New Condenser  
 



 

    

AC Corporation, P.O. Box 16367, Greensboro, North Carolina 27416-0367 

(336) 273-4472   FAX: (336) 274-6035 

Jay Gee Manufacturing - Butler, KY      DATE 6/05/18 

JOB NUMBER: 1180084 

 

AC CORPORATION 

GREENSBORO NORTH CAROLINA 

 

AIR COOLED CONDENSER SPECIFICATIONS 

MODEL NO. ACC-420S 

 

PERFORMANCE DATA 

 

TUBE SIDE 

FLUID CIRCULATED   STEAM    TOTAL FLUID ENTERING    #/HR   42,000 

STEAM    #/HR    37,800        NON-CONDENSIBLES  #/HR   4,200 

TEMPERATURE IN     212 °F    TEMPERATURE OUT   130°F 

FOULING FACTOR HR. SQ. FT. °F/BTU  0.001   DESIGN PRESSURE DROP   .25     PSI 

 

AIR SIDE 

AIR QUANTITY/FAN ACFM 270,000    TEMPERATURE IN         95 °F 

        TEMPERATURE OUT    167 °F 

 

CONSTRUCTION 

HEADER    TUBE    FINS 

 

TYPE CLEANABLE   MATERIAL 304 S.S.  MATERIAL ALUM 

MATERIAL 304 S.S.   OD      1 1/4″     HEIGHT   5/8″ 

NO. ROWS  6    PASSES 1   NO./UNIT   360   NO./IN.     11         

CORROSION ALLOWANCE  0   TUBE LENGTH  48′-0″  

SIZE INLET NOZZLE  5 x 144″ TOTAL  BARE TUBE SURFACE   5,654   SQ. FT. 

SIZE OUTLET NOZZLE   2 @ 8″  TOTAL EXTENDED SURFACE     116,628 SQ. FT. 

NON-CONDENSIBLE OUTLET  2 @ 8″  

 

 

MECHANICAL EQUIPMENT 

 

FAN        DRIVER 

 

NO.   2         TYPE                  MOTOR 

BHP EA.  69.0     BHP TOTAL    138.0    HP DRIVER      75 

DIAMETER  13′-0′′      RPM   331     RPM                  1750 

NO. BLADES      8            ENCLOSURE   TEFC 

BLADE MATERIAL   ALUMINUM   VOLT 460  PHASE  3   CY  60 

HUB MATERIAL        ALUMINUM 

 






